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SECTION 1 IDENTIFICATION OF THE SUBSTANCE / MIXTURE AND OF THE COMPANY / UNDERTAKING

Product Identifier

Product name FERROUS SULFATE HEPTAHYDRATE

Chemical Name ferrous sulfate heptahydrate

Synonyms

Chemical formula Fe.H2O4S|O4SFe.7H2O

Other means of
identification

Not Available

CAS number 7782-63-0

Relevant identified uses of the substance or mixture and uses advised against

Relevant identified uses

Details of the manufacturer/importer

Registered company name Swancorp Pty Ltd

Address 123 Boundary Road, Rocklea 4106 QLD Australia

Telephone +61 7 3276 7422

Fax +61 7 3276 8622

Website Not Available

Email Not Available

Emergency telephone number

Association / Organisation Not Available

Emergency telephone
numbers

1800 039 008 (24hrs)

Other emergency telephone
numbers

+800 2436 2255 (24hrs, NZ)

SECTION 2 HAZARDS IDENTIFICATION

Classification of the substance or mixture

HAZARDOUS SUBSTANCE. NON-DANGEROUS GOODS. According to the Criteria of NOHSC, and the ADG Code.

Poisons Schedule Not Applicable

Risk Phrases [2]
R22 Harmful if swallowed. 

R36/38 Irritating to eyes and skin. 

Legend: 1. Classified by Chemwatch; 2. Classification drawn from HSIS ; 3. Classification drawn from EC Directive 1272/2008 - Annex VI

Relevant risk statements are found in section 2

Indication(s) of danger Xn

Continued...

Fe-S-O-4.7H2O, Fe-S-O11-H14, Ferrosi sulfas, Ferrous Sulfate Heptahydrate, Ferrous sulfate, Ferrous sulfate heptahydrate, Ferrous sulfateheptahydrate, 
Ferrous sulphate, Iron (II) Sulfate Heptahydrate, Iron Protosulphate; Irosul; Ferrogranul 20; green vitriol, Iron(II) sulfate heptahydrate, Ironate, copperas, 
feosol, green vitriol, iron (II) sulfate (1:1), heptahydrate, iron (II) sulfate, heptahydrate, iron (II) sulphate (1:1), heptahydrate, iron (II) sulphate, heptahydrate, 
iron sulfate, iron sulphate, iron vitriol, iron vitriol copperas, ironate, mol-iron, sulfate de fer, sulphate of iron

In manufacture of iron compounds, in electroplating baths, aluminium etching, process engraving and lithography, in redox polymerisation . In fertiliser, as food
and feed supplement; in radiation dosimeters, As reducing agent in chemical processes, in leather dyes and writing inks. Component of weed killer, wood
preservative, water treatment processes. In prevention of chlorosis in plants. Used therapeutically as hematinic and in veterinary medicine, to combat iron
deficiency and as an astringent. 



SAFETY ADVICE

S02 Keep out of reach of children. 

S46 If swallowed, seek medical advice immediately and show this container or label.

Other hazards

Cumulative effects may result following exposure*. 

SECTION 3 COMPOSITION / INFORMATION ON INGREDIENTS

Substances

CAS No %[weight] Name

7782-63-0 >98

Mixtures

See section above for composition of Substances

SECTION 4 FIRST AID MEASURES

Description of first aid measures

Eye Contact

If this product comes in contact with the eyes: 
Wash out immediately with fresh running water. 
Ensure complete irrigation of the eye by keeping eyelids apart and away from eye and moving the eyelids by occasionally lifting the upper and lower lids. 
Seek medical attention without delay; if pain persists or recurs seek medical attention. 
Removal of contact lenses after an eye injury should only be undertaken by skilled personnel. 

Skin Contact

If skin contact occurs:
Immediately remove all contaminated clothing, including footwear. 
Flush skin and hair with running water (and soap if available). 
Seek medical attention in event of irritation. 

Inhalation
If dust is inhaled, remove from contaminated area. 
Encourage patient to blow nose to ensure clear passage of breathing. 
If irritation or discomfort persists seek medical attention. 

Ingestion

IF SWALLOWED, REFER FOR MEDICAL ATTENTION, WHERE POSSIBLE, WITHOUT DELAY. 
For advice, contact a Poisons Information Centre or a doctor. 
Urgent hospital treatment is likely to be needed. 
In the mean time, qualified first-aid personnel should treat the patient following observation and employing supportive measures as indicated by the patient's
condition. 
If the services of a medical officer or medical doctor are readily available, the patient should be placed in his/her care and a copy of the MSDS should be
provided. Further action will be the responsibility of the medical specialist. 
If medical attention is not available on the worksite or surroundings send the patient to a hospital together with a copy of the MSDS. 

Where medical attention is not immediately available or where the patient is more than 15 minutes from a hospital or unless instructed
otherwise: 

INDUCE vomiting with fingers down the back of the throat, ONLY IF CONSCIOUS. Lean patient forward or place on left side (head-down position, if
possible) to maintain open airway and prevent aspiration. 

NOTE: Wear a protective glove when inducing vomiting by mechanical means.

Indication of any immediate medical attention and special treatment needed

For acute or short term repeated exposures to iron and its derivatives:
 Always treat symptoms rather than history. 
In general, however, toxic doses exceed 20 mg/kg of ingested material (as elemental iron) with lethal doses exceeding 180 mg/kg. 
Control of iron stores depend on variation in absorption rather than excretion. Absorption occurs through aspiration, ingestion and burned skin. 
Hepatic damage may progress to failure with hypoprothrombinaemia and hypoglycaemia. Hepatorenal syndrome may occur. 
Iron intoxication may also result in decreased cardiac output and increased cardiac pooling which subsequently produces hypotension. 
Serum iron should be analysed in symptomatic patients. Serum iron levels (2-4 hrs post-ingestion) greater that 100 ug/dL indicate poisoning with levels, in excess of 350 ug/dL, being potentially
serious. Emesis or lavage (for obtunded patients with no gag reflex)are the usual means of decontamination. 
Activated charcoal does not effectively bind iron. 
Catharsis (using sodium sulfate or magnesium sulfate) may only be used if the patient already has diarrhoea. 
Deferoxamine is a specific chelator of ferric (3+) iron and is currently the antidote of choice. It should be administered parenterally. [Ellenhorn and Barceloux: Medical Toxicology] 

SECTION 5 FIREFIGHTING MEASURES

Extinguishing media

There is no restriction on the type of extinguisher which may be used. 
Use extinguishing media suitable for surrounding area. 

Special hazards arising from the substrate or mixture

Fire Incompatibility None known.

Advice for firefighters

Fire Fighting
Alert Fire Brigade and tell them location and nature of hazard. 
Wear breathing apparatus plus protective gloves in the event of a fire. 

ferrous sulfate heptahydrate
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Prevent, by any means available, spillage from entering drains or water courses. 
Use fire fighting procedures suitable for surrounding area. 
DO NOT approach containers suspected to be hot. 
Cool fire exposed containers with water spray from a protected location. 
If safe to do so, remove containers from path of fire. 
Equipment should be thoroughly decontaminated after use. 

Fire/Explosion Hazard
Non combustible. 
Not considered a significant fire risk, however containers may burn. 

Decomposition may produce toxic fumes of:, sulfur oxides (SOx), metal oxides May emit poisonous fumes. May emit corrosive fumes.

SECTION 6 ACCIDENTAL RELEASE MEASURES

Personal precautions, protective equipment and emergency procedures

Minor Spills

Remove all ignition sources. 
Clean up all spills immediately. 
Avoid contact with skin and eyes. 
Control personal contact with the substance, by using protective equipment. 
Use dry clean up procedures and avoid generating dust. 
Place in a suitable, labelled container for waste disposal. 

Major Spills

Moderate hazard.
CAUTION: Advise personnel in area. 
Alert Emergency Services and tell them location and nature of hazard. 
Control personal contact by wearing protective clothing. 
Prevent, by any means available, spillage from entering drains or water courses. 
Recover product wherever possible. 
IF DRY: Use dry clean up procedures and avoid generating dust.  Collect residues and place in sealed plastic bags or other containers for disposal. IF
WET:  Vacuum/shovel up and place in labelled containers for disposal. 
ALWAYS:  Wash area down with large amounts of water and prevent runoff into drains. 
If contamination of drains or waterways occurs, advise Emergency Services. 

Personal Protective Equipment advice is contained in Section 8 of the MSDS.

SECTION 7 HANDLING AND STORAGE

Precautions for safe handling

Safe handling

DO NOT use unlined steel containers
Avoid all personal contact, including inhalation. 
Wear protective clothing when risk of exposure occurs. 
Use in a well-ventilated area. 
Prevent concentration in hollows and sumps. 
DO NOT enter confined spaces until atmosphere has been checked. 
DO NOT allow material to contact humans, exposed food or food utensils. 
Avoid contact with incompatible materials. 
When handling, DO NOT eat, drink or smoke. 
Keep containers securely sealed when not in use. 
Avoid physical damage to containers. 
Always wash hands with soap and water after handling. 
Work clothes should be laundered separately. Launder contaminated clothing before re-use. 
Use good occupational work practice. 
Observe manufacturer's storage and handling recommendations contained within this MSDS.
Atmosphere should be regularly checked against established exposure standards to ensure safe working conditions are maintained. 

Other information

Store in original containers. 
Keep containers securely sealed. 
Store in a cool, dry, well-ventilated area. 
Store away from incompatible materials and foodstuff containers. 
Protect containers against physical damage and check regularly for leaks. 
Observe manufacturer's storage and handling recommendations contained within this MSDS.

Conditions for safe storage, including any incompatibilities

Suitable container
Glass container is suitable for laboratory quantities 
Polyethylene or polypropylene container. 
Check all containers are clearly labelled and free from leaks. 

Storage incompatibility

WARNING: Avoid or control reaction with peroxides. All transition metal peroxides should be considered as potentially explosive. For example transition metal
complexes of alkyl hydroperoxides may decompose explosively. 
The pi-complexes formed between chromium(0), vanadium(0) and other transition metals (haloarene-metal complexes) and mono-or poly-fluorobenzene
show extreme sensitivity to heat and are explosive. 
Avoid reaction with borohydrides or cyanoborohydrides 
Avoid strong bases. 
Metals and their oxides or salts may react violently with chlorine trifluoride and bromine trifluoride. 
These trifluorides are hypergolic oxidisers. They ignites on contact (without external source of heat or ignition) with recognised fuels - contact with these
materials, following an ambient or slightly elevated temperature, is often violent and may produce ignition. 
The state of subdivision may affect the results. 

|Avoid storage with soluble carbonates.

PACKAGE MATERIAL INCOMPATIBILITIES

Not Available

SECTION 8 EXPOSURE CONTROLS / PERSONAL PROTECTION
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Control parameters

OCCUPATIONAL EXPOSURE LIMITS (OEL)

INGREDIENT DATA

Source Ingredient Material name TWA STEL Peak Notes

Australia Exposure Standards ferrous sulfate heptahydrate Iron salts, soluble (as Fe) 1 mg/m3 Not Available Not Available Not Available

EMERGENCY LIMITS

Ingredient Material name TEEL-1 TEEL-2 TEEL-3

ferrous sulfate heptahydrate Ferrous sulfate 2.7 mg/m3 2.7 mg/m3 59 mg/m3

ferrous sulfate heptahydrate Ferrous sulfate heptahydrate 15 mg/m3 27 mg/m3 160 mg/m3

Ingredient Original IDLH Revised IDLH

ferrous sulfate heptahydrate Not Available Not Available

Exposure controls

Appropriate engineering
controls

Engineering controls are used to remove a hazard or place a barrier between the worker and the hazard. Well-designed engineering controls can be highly
effective in protecting workers and will typically be independent of worker interactions to provide this high level of protection.
The basic types of engineering controls are:
Process controls which involve changing the way a job activity or process is done to reduce the risk.
Enclosure and/or isolation of emission source which keeps a selected hazard "physically" away from the worker and ventilation that strategically "adds" and
"removes" air in the work environment. Ventilation can remove or dilute an air contaminant if designed properly. The design of a ventilation system must match
the particular process and chemical or contaminant in use.
Employers may need to use multiple types of controls to prevent employee overexposure. 

Local exhaust ventilation is required where solids are handled as powders or crystals; even when particulates are relatively large, a certain proportion will be
powdered by mutual friction. 
If in spite of local exhaust an adverse concentration of the substance in air could occur, respiratory protection should be considered. 

Such protection might consist of:
(a): particle dust respirators, if necessary, combined with an absorption cartridge;
(b): filter respirators with absorption cartridge or canister of the right type;
(c): fresh-air hoods or masks.
Air contaminants generated in the workplace possess varying "escape" velocities which, in turn, determine the "capture velocities" of fresh circulating air
required to effectively remove the contaminant.

Type of Contaminant: Air Speed:

direct spray, spray painting in shallow booths, drum filling, conveyer loading, crusher dusts, gas discharge (active generation
into zone of rapid air motion)

1-2.5 m/s (200-500
f/min.)

grinding, abrasive blasting, tumbling, high speed wheel generated dusts (released at high initial velocity into zone of very high
rapid air motion).

2.5-10 m/s (500-2000
f/min.)

Within each range the appropriate value depends on:

Lower end of the range Upper end of the range

1: Room air currents minimal or favourable to capture 1: Disturbing room air currents

2: Contaminants of low toxicity or of nuisance value only. 2: Contaminants of high toxicity

3: Intermittent, low production. 3: High production, heavy use

4: Large hood or large air mass in motion 4: Small hood-local control only

Simple theory shows that air velocity falls rapidly with distance away from the opening of a simple extraction pipe. Velocity generally decreases with the square
of distance from the extraction point (in simple cases). Therefore the air speed at the extraction point should be adjusted, accordingly, after reference to
distance from the contaminating source. The air velocity at the extraction fan, for example, should be a minimum of 4-10 m/s (800-2000 f/min) for extraction of
crusher dusts generated 2 metres distant from the extraction point. Other mechanical considerations, producing performance deficits within the extraction
apparatus, make it essential that theoretical air velocities are multiplied by factors of 10 or more when extraction systems are installed or used.

Personal protection

Eye and face protection

Safety glasses with side shields.
Chemical goggles.
Contact lenses may pose a special hazard; soft contact lenses may absorb and concentrate irritants. A written policy document, describing the wearing of
lenses or restrictions on use, should be created for each workplace or task. This should include a review of lens absorption and adsorption for the class of
chemicals in use and an account of injury experience. Medical and first-aid personnel should be trained in their removal and suitable equipment should be
readily available. In the event of chemical exposure, begin eye irrigation immediately and remove contact lens as soon as practicable. Lens should be removed
at the first signs of eye redness or irritation - lens should be removed in a clean environment only after workers have washed hands thoroughly. [CDC NIOSH
Current Intelligence Bulletin 59], [AS/NZS 1336 or national equivalent]

Skin protection See Hand protection below

Hands/feet protection

The selection of suitable gloves does not only depend on the material, but also on further marks of quality which vary from manufacturer to manufacturer. Where
the chemical is a preparation of several substances, the resistance of the glove material can not be calculated in advance and has therefore to be checked prior
to the application.
The exact break through time for substances has to be obtained from the manufacturer of the protective gloves and.has to be observed when making a final
choice.
Suitability and durability of glove type is dependent on usage. Important factors in the selection of gloves include:

frequency and duration of contact,
chemical resistance of glove material,
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glove thickness and
dexterity

Select gloves tested to a relevant standard (e.g. Europe EN 374, US F739, AS/NZS 2161.1 or national equivalent).
When prolonged or frequently repeated contact may occur, a glove with a protection class of 5 or higher (breakthrough time greater than 240 minutes
according to EN 374, AS/NZS 2161.10.1 or national equivalent) is recommended.
When only brief contact is expected, a glove with a protection class of 3 or higher (breakthrough time greater than 60 minutes according to EN 374, AS/NZS
2161.10.1 or national equivalent) is recommended.
Some glove polymer types are less affected by movement and this should be taken into account when considering gloves for long-term use.
Contaminated gloves should be replaced.

Gloves must only be worn on clean hands. After using gloves, hands should be washed and dried thoroughly. Application of a non-perfumed moisturiser is
recommended.
Experience indicates that the following polymers are suitable as glove materials for protection against undissolved, dry solids, where abrasive particles are not
present.

polychloroprene.
nitrile rubber.
butyl rubber.
fluorocaoutchouc.
polyvinyl chloride.

Gloves should be examined for wear and/ or degradation constantly.

Body protection See Other protection below

Other protection

Overalls. 
P.V.C. apron. 
Barrier cream. 
Skin cleansing cream. 
Eye wash unit. 

Thermal hazards Not Available

Recommended material(s)

GLOVE SELECTION INDEX

Glove selection is based on a modified presentation of the:
 "Forsberg Clothing Performance Index".
 The effect(s) of the following substance(s) are taken into account in the  computer-
generated selection:          
FERROUS SULFATE HEPTAHYDRATE Not Available

Material CPI

* CPI - Chemwatch Performance Index
A: Best Selection
B: Satisfactory; may degrade after 4 hours continuous immersion
C: Poor to Dangerous Choice for other than short term immersion
NOTE: As a series of factors will influence the actual performance of the glove, a final
selection must be based on detailed observation. -
* Where the glove is to be used on a short term, casual or infrequent basis, factors such as
"feel" or convenience (e.g. disposability), may dictate a choice of gloves which might otherwise
be unsuitable following long-term or frequent use. A qualified practitioner should be consulted.

Respiratory protection

Particulate. (AS/NZS 1716 & 1715, EN 143:000 & 149:001, ANSI Z88 or national equivalent)

Required Minimum
Protection Factor

Half-Face
Respirator

Full-Face
Respirator

Powered Air
Respirator

up to 10 x ES
P1
Air-line*

-
-

PAPR-P1
-

up to 50 x ES Air-line** P2 PAPR-P2

up to 100 x ES - P3 -

Air-line* -

100+ x ES - Air-line** PAPR-P3

* - Negative pressure demand  ** - Continuous flow
A(All classes) = Organic vapours, B AUS or B1 = Acid gasses, B2 = Acid gas or hydrogen
cyanide(HCN), B3 = Acid gas or hydrogen cyanide(HCN), E = Sulfur dioxide(SO2), G =
Agricultural chemicals, K = Ammonia(NH3), Hg = Mercury, NO = Oxides of nitrogen, MB =
Methyl bromide, AX = Low boiling point organic compounds(below 65 degC)

SECTION 9 PHYSICAL AND CHEMICAL PROPERTIES

Information on basic physical and chemical properties

Appearance
Pale, bluish green odourless crystals or granules. Efflorescent in dry air; oxidises in moist air to brown coloured basic ferric sulfate. Available as Technical,
Pure and BP grades. Soluble in water (approx. 16 g/l cold water); practically insoluble in alcohol. It is acidic and a reducing agent.

Physical state Divided Solid Relative density (Water = 1) 1.90

Odour Not Available
Partition coefficient

n-octanol / water
Not Available

Odour threshold Not Available
Auto-ignition temperature

(°C)
Not Applicable

pH (as supplied) Not Applicable
Decomposition

temperature
> 300

Melting point / freezing
point (°C)

65 (loses water) Viscosity (cSt) Not Applicable

Initial boiling point and
boiling range (°C)

300 (-7 H2O) Molecular weight (g/mol) 278.01

Flash point (°C) Not Applicable Taste Not Available

Evaporation rate Not Applicable Explosive properties Not Available

Flammability Not Applicable Oxidising properties Not Available

Upper Explosive Limit (%) Not Applicable
Surface Tension (dyn/cm or

mN/m)
Not Applicable

Lower Explosive Limit (%) Not Applicable Volatile Component (%vol) Not Applicable

Vapour pressure (kPa) Not Applicable Gas group Not Available

Solubility in water (g/L) Miscible pH as a solution(1%) 3.7 (10 % sol)

Vapour density (Air = 1) Not Applicable VOC g/L Not Available
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Legend:  – Data required to make classification available
 – Data available but does not fill the criteria for classification

 – Data Not Available to make classification

SECTION 10 STABILITY AND REACTIVITY

Reactivity See section 7

Chemical stability
Unstable in the presence of incompatible materials.
Product is considered stable.
Hazardous polymerisation will not occur.

Possibility of hazardous
reactions

See section 7

Conditions to avoid See section 7

Incompatible materials See section 7

Hazardous decomposition
products

See section 5

SECTION 11 TOXICOLOGICAL INFORMATION

Information on toxicological effects

Inhaled
The material is not thought to produce either adverse health effects or irritation of the respiratory tract following inhalation (as classified by EC Directives
using animal models). Nevertheless, adverse systemic effects have been produced following exposure of animals by at least one other route and good hygiene
practice requires that exposure be kept to a minimum and that suitable control measures be used in an occupational setting.

Ingestion

Accidental ingestion of the material may be harmful; animal experiments indicate that ingestion of less than 150 gram may be fatal or may produce serious
damage to the health of the individual.
Sulfates are not well absorbed orally, but can cause diarrhoea.
Iron poisoning results in pain in the upper abdomen and vomiting, and is followed hours later by shock, in severe cases coma and death. Iron toxicity increases
in proportion to their solubility in the gastrointestinal tract.
|Ingestion of large quantities may cause nausea, vomiting, diarrhoea, dehydration, shock, pallor, cyanosis, rapid and weak pulse, low blood pressure and black
stool. Pink discolouration of urine is a strong indicator of iron poisoning.

Skin Contact

This material can cause inflammation of the skin on contact in some persons.
The material may accentuate any pre-existing dermatitis condition
Entry into the blood-stream, through, for example, cuts, abrasions or lesions, may produce systemic injury with harmful effects. Examine the skin prior to the use
of the material and ensure that any external damage is suitably protected.

Eye This material can cause eye irritation and damage in some persons.

Chronic

Substance accumulation, in the human body, may occur and may cause some concern following repeated or long-term occupational exposure.
Overexposure to respirable dust may cause coughing, wheezing, difficulty in breathing and impaired lung function. Chronic symptoms may include decreased
vital lung capacity, chest infections
Repeated exposures, in an occupational setting, to high levels of fine- divided dusts may produce a condition known as pneumoconiosis which is the lodgement
of any inhaled dusts in the lung irrespective of the effect. This is particularly true when a significant number of particles less than 0.5 microns (1/50,000 inch),
are present. Lung shadows are seen in the X-ray. Symptoms of pneumoconiosis may include a progressive dry cough, shortness of breath on exertion
(exertional dyspnea), increased chest expansion, weakness and weight loss. As the disease progresses the cough produces a stringy mucous, vital capacity
decreases further and shortness of breath becomes more severe. Other signs or symptoms include altered breath sounds, diminished lung capacity,
diminished oxygen uptake during exercise, emphysema and pneumothorax (air in lung cavity) as a rare complication.
Removing workers from possibility of further exposure to dust generally leads to halting the progress of the lung abnormalities. Where worker-exposure
potential is high, periodic examinations with emphasis on lung dysfunctions should be undertaken
Dust inhalation over an extended number of years may produce pneumoconiosis.. Pneumoconiosis is the accumulation of dusts in the lungs and the tissue
reaction in its presence. It is further classified as being of noncollagenous or collagenous types. Noncollagenous pneumoconiosis, the benign form, is
identified by minimal stromal reaction, consists mainly of reticulin fibres, an intact alveolar architecture and is potentially reversible.
Chronic excessive intake of iron have been associated with damage to the liver and pancreas. People with a genetic disposition to poor control over iron are at
an increased risk.

ferrous sulfate
heptahydrate

TOXICITY IRRITATION

Oral (mouse) LD50: 1520 mg/kg[2] Nil reported

Legend: 1. Value obtained from Europe ECHA Registered Substances - Acute toxicity 2.* Value obtained from manufacturer's msds Unless otherwise specified data
extracted from RTECS - Register of Toxic Effect of chemical Substances

Acute Toxicity Carcinogenicity

Skin Irritation/Corrosion Reproductivity

Serious Eye
Damage/Irritation

STOT - Single Exposure

Respiratory or Skin
sensitisation

STOT - Repeated Exposure

Mutagenicity Aspiration Hazard

CMR STATUS

Not Applicable

SECTION 12 ECOLOGICAL INFORMATION

Toxicity

For Inorganic Sulfate:
Environmental Fate - Sulfates can produce a laxative effect at concentrations of 1000 - 1200 mg/liter, but no increase in diarrhea, dehydration or weight loss. The presence of sulfate in
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drinking-water can also result in a noticeable taste. Sulfate may also contribute to the corrosion of distribution systems. No health-based guideline value for sulfate in drinking water is proposed.
Atmospheric Fate: Sulfates are removed from the air by both dry and wet deposition processes. Wet deposition processes including rain-out (a process that occurs within the clouds) and washout
(removal by precipitation below the clouds) which contribute to the removal of sulfate from the atmosphere.
Terrestrial Fate: Soil - In soil, the inorganic sulfates can adsorb to soil particles or leach into surface water and groundwater. Plants - Sodium sulfate is not very toxic to terrestrial plants however;
sulfates can be taken up by plants and be incorporated into the parenchyma of the plant. Some plants (e.g. corn and Kochia Scoparia) are capable of accumulating sulfate to concentrations that are
potentially toxic to ruminants. Jack pine are the most sensitive plant species.
Aquatic Fate: Sulfate in water can also be reduced by sulfate bacteria (Thiobacilli) which use them as a source of energy. In anaerobic environments sulfate is biologically reduced to (hydrogen)
sulfide by sulfate reducing bacteria, or incorporated into living organisms as source of sulfur. Sodium sulfate is not reactive in aqueous solution at room temperature. Sodium sulfate will
completely dissolve, ionize and distribute across the entire planetary "aquasphere". Some sulfates may eventually be deposited with the majority of sulfates participating in the sulfur cycle in which
natural and industrial sodium sulfates are not distinguishable.
Ecotoxicity: Significant bioconcentration or bioaccumulation is not expected. Algae are the most sensitive to sodium sulfate and toxicity occurs in bacteria from 2500mg/L. Sulfates are not acutely
toxic to fish or invertebrates. Daphnia magna water fleas and fathead minnow appear to be the least sensitive species. Activated sludge showed a very low sensitivity to sodium sulfate. Overall it can
be concluded that sodium sulfate has no acute adverse effect on aquatic and sediment dwelling organisms. No data were found for long term toxicity.
DO NOT discharge into sewer or waterways.

Persistence and degradability

Ingredient Persistence: Water/Soil Persistence: Air

ferrous sulfate heptahydrate HIGH HIGH

Bioaccumulative potential

Ingredient Bioaccumulation

ferrous sulfate heptahydrate LOW (BCF = 52)

Mobility in soil

Ingredient Mobility

ferrous sulfate heptahydrate LOW (KOC = 6.124)

SECTION 13 DISPOSAL CONSIDERATIONS

Waste treatment methods

Product / Packaging
disposal

Containers may still present a chemical hazard/ danger when empty. 
Return to supplier for reuse/ recycling if possible. 

Otherwise:
If container can not be cleaned sufficiently well to ensure that residuals do not remain or if the container cannot be used to store the same product, then
puncture containers, to prevent re-use, and bury at an authorised landfill. 
Where possible retain label warnings and MSDS and observe all notices pertaining to the product. 

Legislation addressing waste disposal requirements may differ by country, state and/ or territory. Each user must refer to laws operating in their area. In some
areas, certain wastes must be tracked.
A Hierarchy of Controls seems to be common - the user should investigate:

Reduction 
Reuse 
Recycling 
Disposal (if all else fails) 

This material may be recycled if unused, or if it has not been contaminated so as to make it unsuitable for its intended use. Shelf life considerations should also
be applied in making decisions of this type. Note that properties of a material may change in use, and recycling or reuse may not always be appropriate. In most
instances the supplier of the material should be consulted.

DO NOT allow wash water from cleaning or process equipment to enter drains. 
It may be necessary to collect all wash water for treatment before disposal. 
In all cases disposal to sewer may be subject to local laws and regulations and these should be considered first. 
Where in doubt contact the responsible authority. 
Recycle wherever possible or consult manufacturer for recycling options. 
Consult State Land Waste Management Authority for disposal. 
Bury residue in an authorised landfill. 
Recycle containers if possible, or dispose of in an authorised landfill. 

SECTION 14 TRANSPORT INFORMATION

Labels Required

Marine Pollutant NO

HAZCHEM Not Applicable

Land transport (ADG): NOT REGULATED FOR TRANSPORT OF DANGEROUS GOODS

Air transport (ICAO-IATA / DGR): NOT REGULATED FOR TRANSPORT OF DANGEROUS GOODS

Sea transport (IMDG-Code / GGVSee): NOT REGULATED FOR TRANSPORT OF DANGEROUS GOODS

SECTION 15 REGULATORY INFORMATION

Safety, health and environmental regulations / legislation specific for the substance or mixture

ferrous sulfate
heptahydrate(7782-63-0) is

found on the following
regulatory lists

"Australia Exposure Standards","Australia Inventory of Chemical Substances (AICS)","Australia Hazardous Substances Information System - Consolidated
Lists"

SECTION 16 OTHER INFORMATION
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Other information

Classification of the preparation and its individual components has drawn on official and authoritative sources as well as independent review by the Chemwatch Classification committee using
available literature references.
A list of reference resources used to assist the committee may be found at:
 www.chemwatch.net/references

The (M)SDS is a Hazard Communication tool and should be used to assist in the Risk Assessment. Many factors determine whether the reported Hazards are Risks in the workplace or other
settings. Risks may be determined by reference to Exposures Scenarios. Scale of use, frequency of use and current or available engineering controls must be considered.

This document is copyright. Apart from any fair dealing for the purposes of private study, research, review or criticism, as permitted under the Copyright Act, no part may be reproduced by any
process without written permission from CHEMWATCH. TEL (+61 3) 9572 4700.
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